BE-DOMEG60/50-RGB-T4
Dome light

= Three separated high-power channels in R/G/B

= Exceptionally homogenous and diffuse illumination
= \ery compact design

= High light intensity

= Robust design

= di-soric

Kamera

Camera .
optische

Offnung

Objekt

PIN | Aderfarbe Funktion

4 3 wire color function
A schwarz / black - rot / red

weil} / white | - griin / green

Blick auf Anschlussseite

View on connection position blau / blue - blau / blue

N
=W N

braun / brown + 24V

Safety instructions

The Instruments are not to be used for safety applications, in particular
applications in which safety of persons depends on proper operation of the
instruments.

These instruments shall exclusively be used by qualified personnel.

TECHNICAL INFORMATION (typ.)
Size

Illuminated area

Number

Light colour

Emission angle FWHM

Service voltage

Power

Current consumption
Shock-/vibration load

Ambient temperature, operation
Protection degree

Risk group (DIN EN 62471)
Casing material

Connection

di-soric GmbH & Co. KG m Steinbeisstrae 6 m DE-73660 Urbach

aktive Fléche
active area 50
freier Innendurchmesser

inner diameter / illuminated area

Stecker M8, 4-polig
connector M8, 4-poled

+20°C, 24V DC

@ 60 mm (Diameter)

@ 50 mm

20 LEDs

RGB, 630 nm, 530 nm, 470 nm
120°

24V DC

1,2 W (24 V DC)

150 mA / 3 Colors (¥ < 3,6 W)
10...55Hz/1,0mm /309
0..+50°C

Ill, operation on protective low voltage
Free group

Aluminium, plastics
Connector, M8, 4-poled
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