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RS485-1.8-USB

Interface adapter

di-soric GmbH & Co. KG Steinbeisstraße 6 DE-73660 Urbach

Fon + 49 (0) 71 81 / 98 79 - 0 Fax + 49 (0) 71 81 / 98 79 - 179 info@di-soric.com www.di-soric.com

TECHNICAL INFORMATION (typ.) +20°C, 24V DC

Délka   1800 mm

Speciální funkce   Podpora Windows 7 32-bit a 64-bit, Podpora Mac od verze OS-X,
Podpora Linux od kernelu 2.4, Podpora Windows 8/8.1 32-bit a
64-bit

Odolnost v či ráz m/ vibracím   10 ... 55 Hz / 1,0 mm / 30 g

Vhodné pro    ídicí jednotka BC-100-20A

P ipojení   USB, Konektor, Typ A

Connection 2   Otev ený konec

USB A

Länge

Length   1.8 m

Longueur

offenes Ende

flying leads

extrémités libres

GND     BK = Schwarz / black
Data-(B)   YE = Gelb / yellow
Data+(A)  OG = Orange / orange

Safety instructions
The Instruments are not to be used for safety applications, in particular
applications in which safety of persons depends on proper operation of the
instruments.
These instruments shall exclusively be used by qualified personnel.

Adaptér USB 2.0 na sériový port RS 485, otev ený konec

Rychlost až 115,2 kb/s

Jednoduchá instalace


