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Detector de proximidad inductivo

= Conector metdlico
= Amplificador integrado -
= Proteccién contra cortocircuito g :
= Supresién de primer pulso en la conexién
= LED
=
!
1
BN 15 _ Mxi
npn
O 13 I
BN = marrén
BK = negro BU 3 ' "‘.\.\ |
BU = azul - t [ T J
Safety instructions ! [ N ] o
The !nstrumgnts a.re not to be used for safety applications, in part'icular |
applications in which safety of persons depends on proper operation of the
instruments. ) .
These instruments shall exclusively be used by qualified personnel. A ) _LED
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TECHNICAL INFORMATION (typ.) +20°C, 24V DC
Principio de funcionamiento Inductivo
Evaluacion digital
Tamafio M8 x 1 (Rosca)
Disefio Rosca
Fijacién enrasado
Distancia de trabajo 1,5 mm
Placa de medicién estédndar 8x8x1mm
Tensién de alimentacién 10 ...30V DC
Corriente en vacio <10 mA
Salida de conmutacién npn, 200 mA, NC
Histéresis en la conmutacién 5%
Resistencia a impactos y vibracién 10...55Hz/1,0mm/30g
Caida de tensién <24V
Frecuencia de conmutacion 5000 Hz
Temperatura ambiente, operacién -25 ... +70 °C
Resistencia Tensién de aislamiento 500 V
Técnica de proteccién IP 67
material de la carcasa acero inoxidable
Conexién Conector, M8
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