DCC 12 M 10 PSLK
Detector de proximidad inductivo

= Cable extraflexible

= Amplificador integrado

= Proteccién contra cortocircuito

= Supresién de primer pulso en la conexién
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Safety instructions ~ ‘
The Instruments are not to be used for safety applications, in particular R &
applications in which safety of persons depends on proper operation of the
instruments. ! 2
These instruments shall exclusively be used by qualified personnel. I -
I-TJ.
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TECHNICAL INFORMATION (typ.)
Principio de funcionamiento
Evaluacion

Tamafio

Disefio

Fijacién

Caracteristicas

Distancia de trabajo

Placa de medicién estédndar
Tensién de alimentacién

Corriente en vacio

Salida de conmutacién

Histéresis en la conmutacién
Resistencia a impactos y vibracién
Caida de tensién

Frecuencia de conmutacién
Temperatura ambiente, operacién
Resistencia Tensién de aislamiento
Técnica de proteccion

material de la carcasa

Material

Conexién

di-soric GmbH & Co. KG m Steinbeisstrale 6 m DE-73660 Urbach

Fon + 49 (0) 7181 /9879 -0 m Fax + 49 (0) 71 81 /98 79 - 179 m info@di-soric.com = www.di-soric.com

+20°C, 24V DC
Inductivo

digital

M12 x 1 (Rosca)
Rosca

No enrasado

Distancia de operacidn extremadamente alta

10 mm
30x30x1mm
10...30VvV DC
<10 mA

pnp, 200 mA, NO
5 %
10...55Hz/1,0mm/30g
<20V

400 Hz

-25... +70 °C
500 V

IP 67

Latén niquelado
PVC (Cable)
Cable, 2,0 m

200309

© di-soric | Subject to modifications | 22/02/20 | Page 1 (1)




