DCC 12 M 06/10 AIK
Inductive Proximity Switch

= Analogovy vystup nap ti

= Analogovy proudovy vystup
= Vysoce flexibilni kabel

= |Integrovany zesilovac

= Ochrana proti zkratu
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Safety instructions

The Instruments are not to be used for safety applications, in particular
applications in which safety of persons depends on proper operation of the
instruments.

These instruments shall exclusively be used by qualified personnel.

TECHNICAL INFORMATION (typ.)
Princip ¢innosti
Vyhodnoceni

Velikost

Tvar

Montéz

Specialni funkce

Pracovni vzdéalenost
Standardni m ici deska
Provozni nap ti

Vlastni spot eba energie
Analogovy vystup
Odolnost v ¢irdz m/ vibracim
Spinaci kmitocet, frekvence
Reprodukovatelnost
Teplota okoli, provoz
Izola¢ni nap ti

Stupe kryti

Material pouzdra

Materidl

P ipojeni

di-soric GmbH & Co. KG m Steinbeisstrale 6 m DE-73660 Urbach

a5

+20°C, 24V DC

Indukéni

Analogovy

M12 x 1 (Zavit)

Zavit

Kvazi zapust na montaz
Mimo &dn vysoka snimaci vzdélenost
0..6mm

18 x 18 x 1 mm

15...30Vv DC

<12 mA
0..10V,4..20mA
10...55Hz/1,0mm/30g
1000 Hz

0,05 mm (TA = konstantni)
-25... 470 °C

500 V

IP 67

Mosaz Poniklovano

PUR (Kabel)

Kabel, 2,0 m

200301

Fon + 49 (0) 71 81/98 79 -0 m Fax + 49 (0) 71 81 /98 79 - 179 m info@di-soric.com m www.di-soric.com  © di-soric | Subject to modifications | 22/02/20 | Page 1 (1)



