OGL 051 G3-T3

s di-soric

= |O-Link

= 4 operating modes as 10-link parameter
= On-/off delay as 10-link parameter
= Diagnose via (by means of) 10-link
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= 5-year warranty
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I0-Link

BN = brown
BK = black
BU = blue

Safety instructions

The Instruments are not to be used for safety applications, in particular applications in which safety of
persons depends on proper operation of the instruments.
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These instruments shall exclusively be used by qualified personnel. N
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TECHNICAL INFORMATION (typ.) +20°C, 24V DC
oooo ooo
oo ooo
od 75x75x10mm (O O)
oo ooo
gooo 50/50 mm
ooo ooo,ee0nm, 000
oooo 10...30V DC (Supply Class 2)
oooo <30mA
gooo 60 mm (optical axis)
ooo 0,3mm (min. 0,2 mm)
goooog ooo
gooo 000,100mA NO/NC, 00O
0oag 10-Link, V1.1, COM2 (38,4kBd), Smart Sensor Profile
oo <10V
oooo 5000 Hz, (< 8000 Hz)
gooooo 0.02 mm
gooo -250 +60° C
goood 25 kLx
gooo 500V
gooo 1P 67
gooo nmoooooooooo
gooo Die-cast zinc powder-coated
ood Mineral glass (O O O0)
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OGL 051 G3-T3 ] di-soric

TECHNICAL INFORMATION (typ.) +20°C, 24V DC
oo Connector, M8, 3-poled
Connecting cable TK...
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