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SBI-RGB Controller

Controller for SBx-RGB
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TECHNICAL INFORMATION (typ.) +20°C, 24V DC

Mounting   rail fastening according to EN 50022-35 standard

Operating principle   Pulse-Width Modulation (PWM)

Size   105,4 x 72 x 41,7 mm (Dimensions)

Service voltage   24 V DC ± 5%, / < 3,3 A

No-load current   < 35 mA, (24 V DC)

Adjustment illumination intensity   Potentiometer

Trigger input low level   0 ... < 5,0 V

Trigger input high level   > 8,0 V

Trigger input   IN1 + IN2, load-free, 24 V DC, for colour selection

Inverse polarity protection   Yes

Display   3 LEDs: green - operation indicator, yellow - overload indication,
red - overload shutdown

Switching frequency   200 Hz, (PWM)

Short-circuit protection   yes

Ambient temperature, operation   +5 … +45 °C

Insulation voltage endurance   500 V

Protection class   IP 20

Protection degree   III, operation on protective low voltage

EMC directives   DIN EN 55015:2016-04, DIN EN 61547:2010-03

Suitable for   Status Lights SBx-RGB ...

Casing material   Aluminium

Application   Brightness control of up to three SBx-RGB ...

Connection   clamps, 4-poled
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BU = blue
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WH = white
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Safety instructions
The Instruments are not to be used for safety applications, in particular
applications in which safety of persons depends on proper operation of the
instruments.
These instruments shall exclusively be used by qualified personnel.

Allows load-free switching of the color channels

Adjustment of brightness of the connected SBx-RGB

Status indication via LEDs

Overload indication via LED

Easily resetable after overload via power reset
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TECHNICAL INFORMATION (typ.) +20°C, 24V DC

Light intensity can be adjusted   10 ... 100%

Number of channels   3

Shutdown limit per channel   > 1,6 A (24 V)


