SBI-RGB Controller
Controller for SBx-RGB

= Allows load-free switching of the color channels

= Adjustment of brightness of the connected SBx-RGB
= |ndicacién de estado mediante LEDs

= Qverload indication via LED

= Easily resetable after overload via power reset
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Safety instructions

The Instruments are not to be used for safety applications, in particular
applications in which safety of persons depends on proper operation of the
instruments.

These instruments shall exclusively be used by qualified personnel.

TECHNICAL INFORMATION (typ.)
Fijacion

Principio de funcionamiento
Tamafio

Tension de alimentacién

Corriente en vacio

Adjustment illumination intensity
Entrada de trigger nivel bajo
Entrada de trigger nivel alto
Entrada de trigger

Proteccion a la inversion de polaridad
Display

Frecuencia de conmutacion
Proteccion contra cortocircuitos
Temperatura ambiente, operacién
Resistencia Tensién de aislamiento
Técnica de proteccién

Grado de proteccién

Normas EMV

Apropiado para

material de la carcasa

Aplicaciéon

Conexion
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+20°C, 24V DC

Sujecién de carril segun la norma EN 50022-35
Pulse-Width Modulation (PWM)

105,4 x 72 x 41,7 mm (dimensiones de la carcasa)
24V DC £ 5%,/<3,3A

< 35mA, (24 vV DC)

Potentiometer

0..<50V

>8,0V

IN1 + IN2, load-free, 24 V DC, for colour selection
Si

3 LEDs: green - operation indicator, yellow - overload indication,
red - overload shutdown

200 Hz, (PWM)

si

+5 ... +45°C

500 V

IP 20

Ill, funcionamiento en bajo voltaje

DIN EN 55015:2016-04, DIN EN 61547:2010-03
Status Lights SBx-RGB ...

Aluminio

Brightness control of up to three SBx-RGB ...
sujeciones, 4-polos
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SBI-RGB Controller H di-soric

Controller for SBx-RGB

TECHNICAL INFORMATION (typ.) +20°C, 24V DC
Intensidad de la luz ajustable 10 ... 100%
Cantidad de canales 3

Shutdown limit per channel >1,6A(24V)
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